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FASTENER SCHEDULE

4 x M10 x 65 SET SCREWS 6g (Class 8.8) ISO4017 & 4 x M10 NUTS 6H (Class 8) ISO4032
USE: TO BOLT TWO HALF COUPLERS OR COUPLER AND ADAPTOR TOGETHER
4 SUPPLIED WITH EACH HALF COUPLER MAKING UP 8 NEEDED

6 x M5 X 12 S/S SOCKET COUNTERSUNK HEAD SCREWS 6g 700Mpa 1SO10642
USE: TO RETAIN THE INSULATORS & INSULATOR PLUGS BY MEANS OF A
RETAINING RING INTO THE BODY & END COVER

1 xM10 x 25 SET SCREW 64 (Class 8.8) IS04017 & 1 x M10 NUT 6H (Class 8) 1ISO4032
1 x SIS M10 WASHER & 1 x S/S BELLEVILLE LOCK WASHER
USE: FOR EARTH STRAP ON BODY

4 xM10 X 16 BUTTON SOCKET HEAD CAP SCREWS 6g 700Mpa 1SO7380
USE: TO FIX 2 HANDLE AND HANDLE LABEL TO THE BODY

3 x M8 x 25 S/S GRUB SCREWS 6g 700Mpa 1SO4029 & 3 x M8 NUTS 6H 700Mpa 1SO4032
3 x M8 S/S BELLEVILLE LOCK WASHER
USE: FOR EARTH STUDS ON BODY INTERNAL

6 x M10 x 35 SET SCREW 69 (Class 8.8) 1ISO4017 & 6 x M10 NUTS 6H (Class 8) 1ISO4032
USE: TO BOLT ALL GLAND HOUSINGS TO COUPLER BODY

2xM12 x 80 SET SCREWS 6g (Class 8.8) ISO4017, 6 x M12 NUTS 6H (Class 8) 1ISO4032
6 X M12 B/S Z/P WASHERS
USE: TO BOLT THE CABLE CLAMPING TO HOUSING

1 x M8 x 20 SET SCREW 69 (Class 8.8) 1ISO4017 & 1 x M8 NUT 6H (Class 8) 1ISO4032
1 X S/S BELLEVILLE LOCK WASHER
USE: TO CLAMP EARTH STRAP

6 x M10 x 30 S/S SOCKET HEAD CAP SCREWS 6g 700Mpa 1SO4762
USE: TO BOLT ADAPTOR FLANGE TO COUPLER BODY

2xM10 x 25 S/S GRUB SCREW 6g 700Mpa 1S04029 & 2 x M10 NUTS 6H 700Mpa 1SO4032
2 x M10 BELLEVILLE LOCK WASHER
USE: EARTH STUD ON ADAPTOR FLANGE

1 x M8 x 20 S/S SOCKET HEAD CAP SCREW 6g 700MPa 1SO4762
1 x M8 NUT 6H 700MPa 1ISO4032 & 1 X M8 BELLEVILLE LOCK WASHER
USE: EARTH STUD ON ADAPTOR FLANGE CAP

1 x 16mm NYLON CABLE GLAND
USE: FOR PILOT CABLE ON ADAPTOR FLANGE CAP

3 x CONSTANT FORCE SPRING
1 x FLEXIBLE EARTH STRAP
USE: TO EARTH CABLE SEMICONDUCTOR SHEATH

1 x RIGHT ANGLE BRASS EARTH LINK
USE: TO EARTH ADAPTOR FLANGE TO COUPLER BODY

6 x M8 x 8 GRUB SCREWS 6g 240MPa (MIN) 1SO4029
USE: FOR SOLDERED CONTACT TO POSITION CABLE
CONDUCTOR BEFORE SOLDERING

3 x MOULDED NYLON CIRCLIP
USE: FOR CRIMP & SOLDERED CONTACT

FASTENER SCHEDULE

USE: TO BOLT REPLACEABLE FLANGE TO COUPLER BODY

4 x M12 x 55 (MIN) Z/P SET SCREW 6g (Class 4.6) 1S04017,
4xM12x 1.75 ZJP NUTS 6H (Class 8) 1S04032,
8 x M12 Z/P (Class 8) WASHER
OPTIONAL M12 x 1.75 HARDWARE MAY BE USED MUST HAVE A
MINIMUM YIELD STRESS OF 240MPa
USE: TO FIX ADAPTOR TO ENCLOSURE

FIXING ADAPTOR TO Ex d ENCLOSURE: PROPERTY CLASS > 4.6
*NOTE: SPECIFIED FASTENER PROPERTY CLASS TO BE > THE FASTENER
PROPERTY CLASS SPECIFIED FOR THE Ex ENCLOSURE.

4 x M6 x 16 SOCKET COUNTERSUNK HEAD SCREW 69 (Class 8.8) 1ISO10642
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